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EXTENT OF EXISTING CONCRETE
WEIR APRON TO BE RETAINED

A0004

A0004

FLOW DIRECTION

EXISTING GAUGING BUILDING
 - NO ACCESS PERMITTED

GAUGING STATION CHAMBER (5m ASSUMED DEPTH
 TO BE CONFIRMED ON SITE) TO BE FULLY BACKFILLED

WITH SITE WON MATERIAL IF AVAILABLE, OTHERWISE
 BACKFILLED WITH RECYCLED IMPORTED CRUSHED STONE

PROPOSED LOCATION OF ACCESS
STEPS TO BE DESIGNED BY OTHERS

IN THE FUTURE. INDICATIVELY DRAWN.

EXISTING TREE(S).
SEE DRAWING NOTE 4.

FOOTPRINT OF WEIR AND UPSTAND ON BED AND
WALLS TO BE SMOOTHED OFF WITH NO PROTRUDING
MATERIALS RETAINED FOLLOWING REMOVAL

SMALL CONCRETE UPSTAND AT DOWNSTREAM EDGE
OF CONCRETE BED TO BE INVESTIGATED FOR PURPOSE.
TO BE REMOVED ON SITE ENGINEERS REQUEST

FULL REMOVAL OF WEIR INCLUDING ANY
DOWELS INTO CONCRETE BED OR CHANNEL

B0004

B0004

C0004

C0004

EXISTING TREE(S).
SEE DRAWING NOTE 4.

EXISTING METAL DUCT TO BE CUT LEAVING 100mm PROTRUDING
FROM CHAMBER AND REMOVED. REMAINING STUB TO BE CAPPED

AND BURIED WITH SITE WON MATERIAL IF NOT WITHIN AREA TO
BE ROCK ARMOURED

AREA OF BED TO BE REINSTATED
WITH AS DUG SITE MATERIAL
ABOVE ROCK ARMOUR- 42m²

AREA OF BED TO BE REINSTATED
 WITH AS DUG SITE MATERIAL
 ABOVE ROCK ARMOUR- 34m²

EXISTING GABION MATTRESS BED.
EXTENTS UNKNOWN.

UPSTREAM ROCK ARMOUR TOE SET
 300mm BELOW INVERT OF UPSTREAM

CONCRETE BED

ANY DAMAGE TO EXISTING
CONCRETE WALLS OR BED
DURING WORKS TO  BE REPAIRED
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HV

EXISTING TREE(S).
SEE DRAWING NOTE 4.

ROCK ARMOUR TO FILL EXISTING AREAS OF SCOUR
 ON BOTH BANKS UPSTREAM AND DOWNSTREAM

OF ENGINEERED SECTION OF CHANNEL

DOWNSTREAM ROCK ARMOUR
TOE SET 300mm BELOW INVERT
OF DOWNSTREAM CONCRETE BED

ROCK ARMOUR TOE TO EXTEND ALL THE
WAY ACROSS THE CHANNEL ON BOTH

UPSTREAM AND DOWNSTREAM SECTIONS

SEE DRAWING NOTES 5 & 6

SEE DRAWING NOTES 5 & 6

EXISTING FLOW MEASUREMENT SONAR
EQUIPMENT IN PLACE UPSTREAM OF WEIR.

RECOMMENDATION FOR CLIENT TO REMOVE
PRIOR TO WORK TO AVOID DAMAGE AND

REINSTATE ONCE WORKS COMPLETED.

SEE DRAWING NOTE 7

SEE DRAWING NOTE 7.

SEE DRAWING NOTE 7.

SENSOR AND CABLES IN EXISTING DUCT TO BE ISOLATED AND
 REMOVED BY CLIENT PRIOR TO WORKS. DUCT TO BE CUT BACK

TO BANK AND CAPPED. ON CLIENTS REQUEST THE FULL DUCT UP
TO THE GAUGING BUILDING MAY BE EXPOSED AND REMOVED

 AND EXCAVATION BACKFILLED WITH SITE WON MATERIAL.
TOPSOIL REINSTATED AT SURFACE.

EXISTING WOODEN UTILITY
POLE TO BE RETAINED

CHAMBER COVER TO BE PERMENANTLY REMOVED PRIOR
 TO BACKFILLING. FOLLOWING BACKFILLING GROUND ABOVE

CHAMBER IS TO BE LOCALLY REPROFILED WITH SITE WON
TOPSOIL TO CONCEAL CHAMBER OPENING

DIAMETER OF DUCT TO BE ASSESSED ON SITE AND
CORRESPONDING DUCT CAP PROCURED

ALL BANKSIDE ROCK ARMOUR TO BE LAID ON
SITE ENGINEERS INSTRUCTION TO ENSURE
SMOOTH BANK PROFILE AND TRANSITION INTO
ADJACENT EXISTING BANK PROFILES
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MANSFIELD WEIR
ECOSF4 (LOT4)

GENERAL ARRANGEMENT

DRAWING NOTES

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH THE FOLLOWING:
- ENV0008076C-JBA-00-00-DR-C-0001
- ENV0008076C-JBA-00-00-DR-C-0003
- ENV0008076C-JBA-00-00-DR-C-0004
- ENV0008076C-JBA-00-00-DR-C-0005

2. TOP SECTION OF ROCK ARMOUR TO BE MINIMUM 1m AND SHOULD  EXTEND
BACK TO MEET EXISTING BANK. WHERE MATERIAL IS EXCAVATED TO ALLOW
PLACEMENT OF TOP SECTION OF ROCK ARMOUR , IT IS TO BE REINSTATED ON
TOP OF ROCK ARMOUR AS PER THE EXISTING PROFILE.

3. FOR MATERIALS SPECIFICATIONS, REFER TO:
- ENV0008076C-JBA-00-00-SP-C-0001

4. TREES TO BE RETAINED UNLESS NECESSARY TO ALLOW ACCESS AND
EROSION PROTECTION INSTALLATION. WHERE TREES ARE REMOVED,
REPLACEMENTS ARE TO BE PLANTED ELSEWHERE ON SITE AT CLIENTS
INSTRUCTION AT A RATIO OF 5 OR 6 PLANTED PER 1 TREE REMOVED.

5. GEOTEXTILE TO BE LAID IN SINGLE ROLLS ACROSS CHANNEL AND BANKS
WHERE FEASIBLE. OTHERWISE, BREAKS IN GEOTEXTILE LAYERS TO BE
OVERLAPPED AND PINNED AS PER MANUFACTURER INSTRUCTIONS

6. NO GROUND INVESTIGATIONS UNDERTAKEN THEREFORE PROFILE OF
BEDROCK UNKNOWN. WHERE BEDROCK IS ENCOUNTERED IN AREAS OF BANK
AND BED ROCK ARMOUR, GEOTEXTILE AND ROCK ARMOUR TO BE LAID
DIRECTLY ONTO BEDROCK WITH FLEXIBILITY ALLOWED IN ROCK ARMOUR
DEPTH TO RETAIN FINISHED SURFACE LEVEL OF ROCK ARMOUR.

7. WHERE TREE ROOTS ARE ENCOUNTERED IN AREAS OF PROPOSED ROCK
ARMOUR, SITE ENGINEER TO SPECIFY CHANGES TO ROCK ARMOUR
PLACEMENT TO AVOID REMOVAL OR DAMAGE OF TREE ROOTS.

8. GABION BASKETS, CONCRETE BED AND CHANNEL SIDES TO BE RETAINED

GENERAL ARRANGEMENT
SCALE: 1:50

WEIR REMOVAL

LEGEND

AREA OF BURIED ROCK ARMOUR

EXISTING GABION BASKETS

EXISTING CHANNEL SIDE WALLS

UPSTAND (POTENTIAL REMOVAL)

ELECTRICAL HV OVERHEADHV

FOUL SEWERFD

AREA OF ROCK ARMOUR
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