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1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE.
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SUPERVISOR IMMEDIATELY.
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ENV0008076C-JBA-00-00-DR-C-0004-B1300-EA4-LOD2-Sections_and_Details

MANSFIELD WEIR
ECOSF4 (LOT 4)

SECTIONS AND DETAILS

EXISTING CONCRETE

EXISTING GROUND

AREA OF ROCK ARMOUR

LEGEND

EXISTING PROFILE

PROPOSED PROFILE

WEIR TO BE REMOVED

CONCRETE UPSTAND - PURPOSE TO BE EXPLORED
ON SITE. RECOMMENDED FOR REMOVAL IF NO
ADVERSE IMPACTS ARE DISCOVEREDCONCRETE BED - THICKNESS UNKNOWN

CONCRETE WEIR TO BE REMOVED

REFER TO DR-C-0005 FOR
TYPICAL ROCK ARMOUR SECTION

DRAWING NOTES

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH THE FOLLOWING:
- ENV0008076C-JBA-00-00-DR-C-0001
- ENV0008076C-JBA-00-00-DR-C-0002
- ENV0008076C-JBA-00-00-DR-C-0003
- ENV0008076C-JBA-00-00-DR-C-0005

2. FOR MATERIALS SPECIFICATIONS, REFER TO:
- ENV0008076C-JBA-00-00-SP-C-0001

3. SEE DRAWING ENV0008076C-JBA-00-00-DR-C-0002 FOR FURTHER INFORMATION
REGARDING SOP's

4. GEOTEXTILE OMITTED FROM SECTIONS FOR CLARITY. FOR GEOTEXTILE
DETAILS REFER TO DETAIL 1 ON ENV0008076C-JBA-00-00-DR-C-0005

5. GEOTEXTILE TO BE LAID IN SINGLE ROLLS ACROSS CHANNEL AND BANKS
WHERE FEASIBLE. OTHERWISE, BREAKS IN GEOTEXTILE LAYERS TO BE
OVERLAPPED AND PINNED AS PER MANUFACTURER INSTRUCTIONS

6. NO GROUND INVESTIGATIONS UNDERTAKEN THEREFORE PROFILE OF
BEDROCK UNKNOWN. WHERE BEDROCK IS ENCOUNTERED IN AREAS OF BANK
AND BED ROCK ARMOUR, GEOTEXTILE AND ROCK ARMOUR TO BE LAID
DIRECTLY ONTO BEDROCK WITH FLEXIBILITY ALLOWED IN ROCK ARMOUR
DEPTH TO RETAIN FINISHED SURFACE LEVEL OF ROCK ARMOUR

7. WHERE TREE ROOTS ARE ENCOUNTERED IN AREAS OF PROPOSED ROCK
ARMOUR, SITE ENGINEER TO SPECIFY CHANGES TO ROCK ARMOUR
PLACEMENT TO AVOID REMOVAL OR DAMAGE OF TREE ROOTS

REFER TO DR-C-0005 FOR ROCK ARMOUR
AND GEOTEXTILE SPECIFICATION

CHANNEL SIDE WALLS - DRAWN INDICATIVELY

SITE WON BACKFILL

INDICATIVE EXISTING CHANNEL SIDE WALLINDICATIVE EXISTING
CHANNEL BANK

INDICATIVE EXISTING
GABION BASKETS

CROSS SECTION A-A
SCALE: 1:50

CROSS SECTION B-B
SCALE: 1:50

CROSS SECTION C-C
SCALE: 1:50

CH 0.0 TO CH 30.0
SCALE: 1:50

CONCRETE BED AND SIDE WALLS
TO BE RETAINED. DEPTHS UNKNOWN.

TOP LEVEL OF ROCK ARMOUR
ON LEFT BANK TO BE 68.2 mAOD

TOP LEVEL OF ROCK ARMOUR
ON RIGHT BANK TO BE 68.2 mAOD TOP LEVEL OF ROCK ARMOUR

ON LEFT BANK TO BE 68.0 mAOD TOP LEVEL OF ROCK ARMOUR
ON RIGHT BANK TO BE 68.0 mAOD

EXCAVATED MATERIAL TO BE REINSTATED
 TO MATCH EXISTING BANK PROFILE  AFTER

 PLACEMENT OF ROCK ARMOUR

INDICATIVE EXISTING
CHANNEL BANK

ASSUMED AREA OF NETTED ROCKS. IF NOT FOUND, EXTEND
DOWNSTREAM PROPOSED ROCK ARMOUR TO CONCRETE
CHANNEL BED BETWEEN APPROX. CHAINAGES +18.00 and +22.00


	Sheets and Views
	A1 Landscape


