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GENERAL NOTES

1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE.
2. ALL COORDINATES ARE IN METRES RELATIVE TO ORDNANCE SURVEY

NATIONAL GRID.
3. DO NOT SCALE FROM THIS DRAWING. ALL DIMENSIONS MUST BE

CHECKED/VERIFIED ON SITE.
4. ANY DISCREPANCIES NOTED ON SITE ARE TO BE REPORTED TO THE

SUPERVISOR IMMEDIATELY.
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ENV0008076C-JBA-00-00-DR-C-0005-B1300-EA4-LOD2-Typical_Details

MANSFIELD WEIR
ECOSF4 (LOT 4)

PIPE SURROUND & ROCK
ARMOUR DETAILS

DETAIL 2: UPSTREAM
DUCT CAPPING

SCALE: 1:25
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DETAIL1: ROCK ARMOUR
TYPICAL DETAIL

SCALE: 1:20
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DRAWING NOTES

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH THE FOLLOWING:
- ENV0008076C-JBA-00-00-DR-C-0001
- ENV0008076C-JBA-00-00-DR-C-0002
- ENV0008076C-JBA-00-00-DR-C-0003
- ENV0008076C-JBA-00-00-DR-C-0004

2. DRAWING IS TO BE READ IN CONJUNCTION WITH RELEVANT SPECIFICATIONS:
- STONE SPECIFICATION: ENV0008076C-JBA-00-00-SP-C-0001

3. TYPICAL DETAILS SHOWN ON THIS DRAWING ARE TO BE ADAPTED PER SITE
ENGINEERS INSTRUCTIONS TO SUIT

4. SITE ENGINEER TO INSPECT CONDITION AND INTEGRITY OF DUCT BEFORE
CAPPING

5. PROFILE OF ROCK ARMOUR TO BE CONSIDERED ON SITE (FOLLOWING THE
TYPICAL ROCK ARMOUR DETAIL) TO MINIMISE EXCAVATION AND WASTAGE OF
EXISTING GROUND AND TO SUIT BANK PROFILE AND BEDROCK OUTCROPS

6. LOOSE EXISTING MATERIALS AND VEGETATION TO BE CLEARED BEFORE
INSTALLATION OF GEOTEXTILE AND ROCK ARMOUR

EXISTING METAL DUCT TO BE REMOVED

100mm OF DUCT AT CHAMBER TO BE RETAINED

300x300mm GEOTEXTILE ANCHOR TRENCH
BACKFILLED AND BURIED WITH SITE WON MATERIAL
COMPACTED PER MCHW CC601 CLAUSE 6.0

SITE WON FILL

HORIZONTAL SECTION OF ROCK ARMOUR TO EXTEND
INTO BANK BY AT LEAST 900mm (OR TO SUIT ON SITE)
AND MAY BE RECOVERED WITH SITE WON MATERIALS
TO RETAIN ORIGINAL SLOPE PROFILE

EXISTING BANK TO BE REGRADED
TO SUIT ROCK ARMOUR

NON-WOVEN GEOTEXTILE AS PER STONE
SPECIFICATION SP-C-0001 INSTALLED AS
PER MANUFACTURERS INSTRUCTIONS

ROCK ARMOUR TOE TO BE BURIED BY MINIMUM
300mm WITH SITE WON RIVERBED MATERIALS

TO SUIT EXISTING BED PROFILE

RETAINED 100mm STUB OF DUCT TO BE CAPPED AND
COVERED WITH SITE WON SOILS IF ROCK ARMOUR
DOES NOT SUFFICIENTLY COVER THE CAPPED STUB

ROCK ARMOUR TOE CONTINUES
ACROSS WHOLE CHANNEL WIDTH

OPENING OF CHAMBER TO BE COVERED WITH SITE
WON TOPSOIL FOLLOWING INFILLING TO OBSCURE
CHAMBER OPENING. COVERING TO BE PROFILED
INTO ADJACENT GROUND

CHAMBER TO BE INFILLED WITH SITE WON
MATERIALS WHERE AVAILABLE, OTHERWISE INFILL
WITH IMPORTED REYCLED CRUSHED STONE

ROCK ARMOUR TOE TO BE BURIED
BY MINIMUM 300mm WITH SITE
WON RIVERBED MATERIALS

EXISTING GROUND PROFILE VARIES, TO BE REPROFILED
AS REQUIRED ONCE DUCT REMOVED TO FACILITATE
GEOTEXTILE AND ROCK ARMOUR PLACEMENT.

SINGLE GEOTEXTILE ROLLS TO BE CONTINUOUS
(LAID ACROSS FULL WIDTH OF CHANNEL). IF NOT

POSSIBLE, JOINTS IN GEOTEXTILE ARE PERMITTED
WITH JOINTS BEING OVERLAPPED AND PINNED AS

PER MANUFACTURERS INSTRUCTIONS.
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